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(57) Abstract: The invention relates to a self-contained device (4) for blanking out the light rays from at least one star (1), which 
device (4) comprises means (43) for controlling propulsion means (44) which are in turn capable of moving or halting the device (4) 
in space and/or on a pseudo-orbit in space around an observation telescope (2) comprising an observation opening (21), characterised 
in that it comprises a blanking-out screen (40), wherein the means (43) for controlling the propulsion means (44) are further capable 
of positioning the screen (40) on the sighting axis (3) between the telescope (2) and the star (1) during an observation period such 
that the light rays from the star (1) are at least partially blanked out during said observation period as far as said observation opening 
(21) is concerned. The invention further relates to an assembly comprising at least one such device and a method for using said 
device or said assembly. 

(57) Abrege : Llnvention concerne un dispositif (4) autonome d'occultation du rayonnement lumineux issu d'au moins une Stoile 
(1), le dispositif (4) comportant des moyens (43) aptes a commander des moyens (44) de propulsion eux-mSmes aptes a deplacer ou 
arreter le dispositif (4) dans l'espace et/ou sur une pseudo-orbite dans l'espace autour d'un telescope (2) d'observation comportant une 
ouverture (21) d'observation, caracteris£ en ce qu'il comporte un ecran (40) d'occultation, les moyens (43) de commande des moyens 
(44) propulsion 6tant de plus aptes a placer l'Scran (40) sur un axe (3) de visee entre le telescope (2) et l'etoile (1) pendant une duree 
d'observation, de sorte que le rayonnement lumineux de l'Stoile (1) soit au moins partiellement occulta 
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pour lbuverture (21) dbbservation du telescope (2) pendant ladite duree d'observation. L'invention concerne egalement un ensemble 
comportant au moins un tel dispositif et un proc6d6 d'utilisation d'un tel dispositif ou ensemble. 



